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* Microprocessor Controlled

* True Sine Wave Online

» Double Conversion IGBT Technology
* Input Power Factor Correction

» Input Current Harmonic Suppression

*» n+1 Redundancy

300 KVA UPS
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UNINTERRUPTIBLE POWER SUPPLY SYSTEMS



ON-LINE ARCHITECTURE :

Power-One on-line UPS continuously
delivers a constant output voltage &
frequency with a wvery low distortion even
while handling non linear loads. Power-One
resorts to the well-proven double
conversion technique to provide an
absolute protection to the sensitive loads
against any abnormalities in the mains.
Sudden load changes do not affect the
quality of the output voltage. They are
corrected with instantaneous value
correction methods. This method is very
effective in handling non linear loads while
maintaining very good quality waveform.

POWER CONDITIONING :

The present generation of electronic
equipments enforce stringent requirement
on the output power quality of a UPS
system. In particular the computers
which belong to the non linear category.
cause very heavy stress on the UPS systems.

The present generation of UPS offered by
Power-One, which are designed with IGBT
devices are very effective in handling non
linear loads and also the loads which
demand sudden peak inrush currents.
Powerone makes no compromise what - so
- ever in delivering the high quality power
through a range of UPS systems that are
designed for each specific application.

ADVANTAGES :

Power-One UPS system incorporates many
special utility features which will distinguish
it from other makes. To mention a few of the
features for e.g.

Input Power Factor Correction

power factor corrected upto 0.99 which will
reduce input KVA demad and avoid penalty
from electricity board. Improves the
compatibility of Generator set.

Inbuilt Harmonic Filter

This solution significantly reduces the input
current harmonic distortion to less than 7%.

Improper phase sequence

An improper phase sequence at the input of
the UPS doesn't affect the functioning of the
charger.

Parallel Redundant Current sharing

n+1 redundancy for critical application

FEATURES :

0 True sine wave, double conversion,
on-line isolated UPS

Q Microprocessor Controlled IGBT based
PWM technology

o Wide input voltage range and
generator compatibility

0 Special air-flow control, desinged for
harsh environment.

o LCD. /. LED display fer RS status
monitoring

0 Built-in high capacity charger for long
backup time.

0O Smart computer interface and SNMP
management capability.

0 Full protection ; Overload, Over voltage,
short circuit, over temperature etc.

Front door installation and maintenance

User friendly compact design.












